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PLUMBERS INSTALLATION INSTRUCTIONS

POP-UP WASTE ASSEMBLY
- BIDETTE MIXERS

Installation (Fig.1 & 2)

Place the plug assembly (1) into the plug body (5) 
and check that the plug (1) is approximately 10mm 
above the plug body when in the open position,  
as shown in Fig. 2. To adjust, loosen locknut (2) 
and wind screw (3) in or out to achieve this 
dimension, then tighten locknut (2)

3)

1)Fit plug body (5) together with seal (4) into 
bidette waste hole. Apply suitable sealant to seal (4)
if required. Locate radius side of lower seal (6) into 
mating groove in the  waste body (7), then screw the
waste body onto the thread of plug body (5) and position
so that, when the waste body is tightened, the pop-up
branch of the body is in line with the Bidette tap hole. (Fig.1) 
Note: For non-overflow bidette installations where 
dimension 'L' (Fig.2) does not allow the waste 
body (7) to be tightened securely against lower seal (6),
fit spacer (16) and additional rubber washer (15)
in the order shown in Fig 2. For installations in bidettes
with overflow (Fig.1), spacer (16) and additional washer
(15) are not required and may be discarded.

2)Fit the seals (9) on either side of the swivel ball (Fig.1)
of the pop-up rod assembly (10) as shown, then install
the sub-assembly into the branch of the waste body (7)
and tighten nut (8). Slide the cylindrical swivel of the
connection joint (11) onto the pop-up rod (10) then
insert the extension rod (12) through the remaining
hole in the square block. Insert the operating rod (14)
through the hole in the mixer body (13) then connect
the extension rod (12) to the operating rod (14) and
tighten. With the operating rod (14) and the pop-up
rod (10) in the fully down position, lock the two
screws in the swivel joint (11) to their respective
rods using a suitable screwdriver.

4)Check that the plug (1) seats fully in the plug
 body (5) when the operating rod (14) is lifted.

Waste hole : 48 - 52mm

IMPORTANT
Mounting Requirements.

Clean regularly with warm soapy water
and dry with a soft cloth.

Cleaning Requirements

Never use abrasive cleaners.

Bidette thickness at waste: 
'X' = 42-52mm (Bidette with Overflow)
'L' = 20-30mm (Bidette with No overflow)
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Fig.2 - Bidette with 
           No Overflow
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Fig.1 - Bidette with 
           Overflow
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TYPICAL BIDETTE OUTLET
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