Caroma

design for life

Opal Sole

Tapware and shroud shown for
purposes only

Ceramic Wall Basin
Basin Size: 550mm x 560mm (nominal)

Tap Holes:

Waste Outlet:

Bowl Capacity:
Overflow:
Colours:
Dimensions:
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The Opal Sole 550 Wall Basin is a contemporary style basin with smooth rounded contours and
clean lines. Part of the hero Opal basin range, the Opal Sole Wall basin meets the needs of the
designer market for prestige projects. With superior functionality this basin is designed with an
increased projection to allow for easier access for wheelchair users. The waste is also positioned
towards the back of the basin to minimize splashing. Available with optional shroud, this basin is
suitable for domestic, commercial and accessible applications & complying to AS 1428.1-2009
Amd. 1 using standard Caroma plastic traps.*

Basin available in: no tapholes Code No.631700, one taphole — centre option
Code No.631710 and three taphole option Code No.631730.

The basin has been designed for the Caroma Chrome Waste which is suitable for
a 40mm trap connection (supplied).

Alternative waste options are available — Flush fitting Chrome Waste Code

No. 687327C, Vandal Resistant Flush Fitting Chrome Waste Code No.687141,
Covered Chrome Plug and Waste Code No.687142 and Vandal Resistant
Covered Chrome Plug and Waste Code No.687143

9 litres.
Overflow not available.
White only.

All dimensions are in milimetres and are subject to normal manufacturing
variations. Caroma pursues a policy of continuing improvement in design and
performance of its products. The right is therefore reserved to vary specifications
without notice.
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D.200 Basin Fixing Kit
included with basin
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