
HR3107

Cut here for template

Corner radius 25mm 

This pack contains the following components to assist in the installation of your product:
•  Fixing Clips
•  Sealing Tape
•  2 x 90mm Basket Waste

Horizon 1.75 End Bowl 
Suitable for item codes: HR3107.1L and HR3107.1R 

Extension Clip Part Number: A0160

HR3107_Rev 2

NOTE: For thin benchtops special 
clips (A0167) are available.

CUTOUT TEMPLATE 
DIMENSIONS - 1188 x 488mm 

To use this cutout template for 
benchtops, print 1:1 on a 

large format printer
Corner radius 25mm

For installation guide 
print to fit on paper size.
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INSTALLATION INSTRUCTIONS
1. Finish cutting out this template with a knife or     
 scissors.
2. Position the template on the bench top and draw a   
 pencil line against the edge of the template. Then   
 check the size against the overall cutout dimensions                                                                                                                                       
    before cutting the bench top.
3. Following the inside edge of the pencil line carefully                                                                                                                                        
     cut out the hole in the bench top. An exact cut is   
 required to obtain best fit.
4. For a normal thickness benchtop the enclosed     
 fixing clips should be suitable. See Figure A. 
 Lightly hammer the fixing clips onto the clip      
 brackets at equal points along the product rim as   
 shown in Figure B.  
5. Position the product in the cut out hole so that it is  
 properly aligned. Check that the sealing tape will   
 seal evenly around the edge of the hole.
6. Remove the product and install the waste       
 assemblies and the tap (if required). It is suggested  
 that silicone sealer be used between the waste    
 grate and hole.

7. Remove the protective backing from the sealing    
 tape, apply a continuous bead of silicone sealer    
 between the sealing tape and the edge of the     
 product. Quickly place the product in position.
8. Close the fixing clip hinges as shown in Figure C.
9. Tighten the fixing clips evenly, using a low torque   
 setting on any electric screw driver used
 Overtightening may strip the thread.
10. Plumb up the tap and waste fittings.

cl
ar

k.
co

m
.a

u

BA
RC

O
D
E

In
cl

ud
ed

 A
cc

es
so

ri
es

FO
R
 E

A
S
Y 

IN
S
TA

LL
A
TI

O
N

 P
A
C

K
 I
N

C
LU

D
E
S
: 
D

E
TA

IL
E
D

 I
N

S
TA

LL
A
TI

O
N

 I
N

S
TR

U
C

TI
O

N
S
, 

C
U

T-
O

U
T 

TE
M

PL
A
TE

, S
E
A
LI

N
G

 T
A
PE

 &
 M

O
U

N
TI

N
G

 C
LI

PS

cl
ar

k.
co

m
.a

u

Vi
ta

l
> 

M
an

uf
ac

tu
re

d 
fr

om
  

 
 

qu
al

it
y 

30
4 

gr
ad

e 
 

 
 

st
ai

nl
es

s 
st

ee
l 
fo

r 
 

 
 

en
ha

nc
ed

 h
yg

ie
ne

.

> 
Le

ft
 o

r 
ri
gh

t 
bo

w
l 
 

 
 

op
ti

on
s 

av
ai

la
bl

e.

> 
1 

ta
p 

ho
le

.

> 
A
 s

ty
lis

h 
so

lu
ti

on
 f

or
  

 
yo

ur
 k

it
ch

en
 w

it
h 

a 
 
 

 
m

ai
n 

bo
w

l 
de

ep
  

 
 

en
ou

gh
 f

or
 a

 v
ar

ie
ty

 o
f 

 
 

us
es

, a
 h

an
dy

 s
ec

on
d 

 
 

bo
w

l 
an

d 
a 

fu
nc

ti
on

al
,  

 
m

od
er

n 
dr

ai
ne

r.

> 
Li

fe
ti

m
e 

W
ar

ra
nt

y.

S
ta

in
le

ss
 S

te
el

 
B

as
ke

t 
W

as
te

s

> 
Pu

sh
 d

ow
n 

to
 s

ea
l, 

 
pu

ll 
up

 t
o 

dr
ai

n 
& 

 
re

m
ov

e 
to

 e
m

pt
y.

Vital
Left H

and B
ow

l
O

ne Tap H
ole

1125.1L
R
ight H

and B
ow

l
O

ne Tap H
ole

1125.1R
BA

RCO
D
E

Vi
ta

l

C
U

T
 O

U
T

 T
E

M
P

LAT
E

 A
N

D
 S

IN
K

 IN
STA

LLAT
IO

N
 IN

S
T

R
U

C
T

IO
N

S

This pack contains the following components to
assist in the installation of your product:

 Fixing Clips
 Sealing Tape
 2 x 90mm Basket wastes

INSTALLATION INSTRUCTIONS

1. Finish cutting out this template with a knife
 or scissors.

2. Position the template on the bench top and
 draw a pencil line against the edge of the template.

Then check the size against the overall cutout
dimensions before cutting the bench top.

3. Following the inside edge of the pencil line
 carefully cut out the hole in the bench top.
 An exact cut is required to obtain best fit.

4. For a normal thickness benchtop the enclosed
 fixing clips should be suitable. Lightly hammer the
 fixing clips onto the clip brackets at equal points
 along the product rim. See Figure A. If the thickness
 of the bench top exceeds the range of the fixing
 clips then extension clips can be purchased and
 mounted onto the clip brackets. See Figure B.

5. Position the product in the cut out hole so that
 it is properly aligned. Check that the sealing tape
 will seal evenly around the edge of the hole.

6. Remove the product and install the waste
 assemblies and the tap (if required). It is
 suggested that silicone sealer be used 
 between the waste grate and hole.

7. Remove the protective backing from the
 sealing tape, apply a continuous bead of
 silicone sealer between the sealing tape
 and the edge of the product. Quickly place
 the product in position.

8. Close the fixing clip hinges as shown in
 Figure C.

9. Tighten the fixing clips evenly, using a low
 torque setting on any electric screw driver
 used. Overtightening may strip the thread.

10. Plumb up the tap and waste fittings.

NOTE: For thin benchtops special clips (A0167) are available.

CUTOUT TEMPLATE DIMENSIONS
956 x 456mm
Corner Radius: 6mm 
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Caroma Industries Limited   
ABN 35 000 189 499
1 Melito Court, 
Prestons, NSW 2170 

National Customer Call Centre 
09 279 2700 
caroma.co.nz

New Zealand 

Caroma Industries Limited
ABN 35 000 189 499
1 Melito Court, Prestons NSW 2170
National Customer Call Centre
13 14 16
caroma.com.au 


